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WE DO LIGHT.

PRODUCT DATA

Power 40 | 60 | 80 Watt 100 | 120 | 150 Watt 180 | 200| 240 Watt

Product dimensions 359 x 308 x 82 mm 413 x 366 x 82 mm 452 x 462 x 87 mm

Luminous flux 5,600 - 11,200 Lumen 14,000 - 21,000 Lumen 25,200 - 33,600 Lumen

Efficiency ≤140 Lumen / Watt

Beam angle T801 | T601 | T602 | T603 | T604

LED Chip Brand | type NICHIA | SMD3030

Number of LEDs 64 | 96 | 96 pcs. 128 | 144 | 192 pcs. 240 | 240 | 288 pcs.

LED Driver Brand | Type MEAN WELL MW HLG-SERIES

Material: housing | cover AL (Aluminium) | Tempered Glass

Colour Rendering Index (CRI) > 73 Ra | > 80 Ra

Useful life | Failure rate > 75.000 hrs. | L80B10

IP- and IK-Classification IP66 | IK08

Options DALI | 1-10 V

Ambient temperature (ta) -30 °C to +60 °C

Correlated Colour Temperature (CCT) neutral white: 4K | daylight: 5K | daylight+: 6K

Deviation of the colour adjustment SDCM <5

Certification (LED / Driver) CE (LVD) | CE (EMC) | Rohs (2011/65/EC) | ENEC | SAA | ...

Voltage 100 - 240 VAC | 50/60 Hz

Item number PRO-FL40 | FL60 | FL80 FL100 | FL120 | FL150 FL180 | FL200 | FL240

LOGISTICS DATA

Product weight 4.5 | 4.7 | 4.8 kg 6.6 | 6.8 | 7.1 kg 8.9 | 9.1 | 9.4 kg

Packaging unit 1 pcs.

Weight packing unit 4.8 | 5.0 | 5.1 kg 7.0 | 7.2 | 7.5 kg 9.4 | 9.6 | 9.9 kg

Dimensions packing unit 44 x 14 x 37 cm 50 x 15 x 34 cm 55 x 17 x 53 cm

Compact and weatherproof LED floodlights with
selectable beam characteristics provide the best
possible illumination. Convenient connection -
cable is routed directly into housing that can be
opened without tools. Swivelling mounting
bracket for pendant and vertical mounting. Impact resistance

IK08

Tool-free
access

Mast top:
Ø76 Ø60 Ø42

comfortable
connection

high-quality
NICHIA Chips

Membrane prevents
fogging


